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DIGITRADIO 301IR

DAB+/FM/Internet radio

Item no.

black 4019588049963

0000/4996

Weight (Box)

1,54 kg 1kg

20,7x12,3x11,2cm

Device (W xH x D)

26,6 x22,2x18cm

TOP FEATURES
DAB+ digital radio
Iluminated dot-matrix lc display

UPNP client in the home network (audio streaming)

WLAN

WLAN: 802.11a/b/g/n (2.4 GHz and 5 GHz band
supported)

DISPLAY
Size: 2,3in
Dimmable: Yes
Type: LCD

RadioVIS: Yes

RDS PLL VHF radio

Favorite memory (10 DAB+/10 FM)

AMBIENT OPERATING CONDITIONS

Humidity: 5 - 90 % relative air humidity (non-
condensing)

Ambient temperature: 5 - 35 °C

HANDLING/COMFORT

Alarm: Yes

Sleep timer: Yes

Snooze: Yes

Favourites programme manager DAB+: 10

Favourites programme manager FM: 10

Boundless music diversity via Internet radio

Integrated wi-fi connectivity

CONNECTIONS

Headphone connection jack (3,5 mm): 1

LOUDSPEAKERS
Mono speakers: Yes

Output performance: 2 W (RMS)
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OTHER FEATURES

OSD languages: English, German, French, Italian,

Norwegian, Danish, Swedish

RADIO / RECEPTION
DAB+: 174 - 240 MHz
FM/RDS: 87,5 - 108 MHz
Internet radio: Yes

Aerial: DAB / UHF telescopic aerial

SCOPE OF DELIVERY

DIGITRADIO 301 IR, Mains adapter, Manual

POWER CONSUMPTION
In operation: 9 W

Standby: < 1W

STREAMING

Audio streaming: Yes

POWER SUPPLY

Nominal voltage: 230 V
Frequency: 50 Hz

Mains adapter: DC 9V /1000 mA

Type of power supply: external

SUPPORTED FORMATS & CODECS

Audio-Formats: WMA, AAC, MP3
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