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TECHNIRADIO RDR

Portable DAB+/FM pocket radio with LED torch function

_m weight (BOX) m Device (w xHx D) _

4019588139220 white 0001/3922 200g 124 g 12,7x5,8x2,3cm 14,8x7,2x4,6cm
4019588139220 white 0001/3922 200g 124 g 12,7x5,8%x2,3cm 14,8x7,2%x4,6cm
4019588139220 white 0001/3922 200g 124 g 12,7x5,8x2,3cm 14,8x7,2x4,6cm
4019588239227 silver 0002/3922 200g 124 ¢ 12,7x5,8x2,3cm 14,8x7,2x4,6cm
TOP FEATURES

DAB+ digital radio

USB interface for MP3 playback

LED torch

FILTER-NAVIGATION
Connections: USB

Operating mode: Rechargeable battery

DISPLAY
Type: LCD

Size:1,31in

FM radio with RDS

Integrated, replaceable rechargeable battery

for up to 6 hours of playback

AMBIENT OPERATING CONDITIONS

Humidity: 5 - 90 % relative air humidity (non-

condensing)

Ambient temperature: 5 - 35 °C

FUNCTIONS
MP3 playback via USB: Yes

LED flashlight: Yes

Favourites memory (20 DAB+/20 FM)

Configurable station direct selection buttons

CONNECTIONS
Audio in/AUX in: Yes (3.5 mm jack)
Headphone connection jack (3,5 mm): 1

USB: 1

HANDLING/COMFORT
Favourites programme manager FM: 20

Favourites programme manager DAB+: 20
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LOUDSPEAKERS OTHER FEATURES POWER SUPPLY
Output performance: 1 W (RMS) OSD languages: English, German, French, Polish, battery wechselbar: Yes
Italian, Dutch, Czech

Mono speakers: Yes battery integriert: Yes

Rechargeable battery: Lithium-Po, 3,7 /800 mAh
Battery life: up to 6 hours

Battery charge via USB: Yes

Nominal voltage: 230 V

Frequency: 50 Hz

Type of power supply: external

RADIO / RECEPTION SCOPE OF DELIVERY

DAB+: 174 - 240 MHz TECHNIRADIO RDR, mini USB cable, instruction manual
FM/RDS: 87,5 - 108 MHz

Aerial: DAB/FM dipole antenna
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