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IMETEO X2

The weather station is equipped with an external, wireless measurement sensor and a color, easy-to-read display.

4019588749665

white

76-4966-00 12x12x3cm

13x13x7cm

TOP FEATURES
Illuminated, easy-to-read color display

Measurement of humidity and temperature inside

the room

AMBIENT OPERATING CONDITIONS
IP class: 20

Ambient temperature: 0 ... 50 °C

SENSOR

Temperature sensor: Yes

Humidity sensor: Yes

Range of temperature: -20 do 60 °C
Accuracy (temperature): +/- 1,5 °C
Range of humidity: 20-95 %

Accuracy (humidity): +/- 5 %

Wireless sensor (433.92 MHz)

Modern design

FUNK COMMUNICATION
Telecommunication: RF 433.92 MHz
Range inside: max. 60 m

operating frequency: 433,92 MHz

SCOPE OF DELIVERY

Date stamp and radio-controlled clock (DCF77)

The station can be powered by the included

power cord or batteries.

POWER SUPPLY
Nominal voltage: 5V

Non rechargeable battery: 2x 1.5V AAA (station,
possible operation on power supply) + 2x 1.5V

AAA (sensor) (nicht im Lieferumfang)

IMETEO X2,power supply, 1x external sensor, user manual
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