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DIGITRADIO 21 IR

Under-counter mounting DAB+/FM/Internet kitchen radio with Bluetooth

4019588139657 white 0001/3965 894 g 600g 22,5x7,2x15,1cm 30,1x18x9,8cm
4019588039650 black 0000/3965 894 g 600 g 22,5x7,2%x15,1cm 30,17x18x%x9,8cm
TOP FEATURES
DAB+ digital radio FM radio (with RDS and PLL) Internet radio via wireless Internet access
Bluetooth audio streaming 2.8" TFT colour display In-built (LiPo) battery with up to 10 hours' life
Steuerung per App Can be used as an under-cabinet kitchen radio or free-standing radio
WLAN AMBIENT OPERATING CONDITIONS BLUETOOTH VERSION & PROFILE
WLAN: 802.11a/b/g/n (2.4 GHz and 5 GHz band Humidity: 5 - 90 % relative air humidity (non- Bluetooth version: 4,2
supported) condensing) AVRCP (Audio Video Remote Control Profile): Yes
Ambient temperature: 5 - 35°C A2DP (Advanced Audio Distribution Profile ): Yes
CONNECTIONS DISPLAY HANDLING/COMFORT
Audio in/AUX in: Yes Type: TFT colour display Clock: Yes
Headphone connection jack (3,5 mm): 1 Size: 2,8 in Alarm: Yes
Dimmable: Yes Sleep timer: Yes
Slide show/catSLS: Yes Snooze: Yes
RadioVIS: Yes Favourites programme manager Internet: 30

Favourites programme manager DAB+: 30

Favourites programme manager FM: 30
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LOUDSPEAKERS NETWORK & COMMUNICATION OTHER FEATURES

Output performance: 2 W (RMS) Bluetooth: Yes OSD languages: English, German, French, Italian,
Mono speakers: Yes Dutch, Norwegian, Danish

POWER CONSUMPTION POWER SUPPLY RADIO / RECEPTION

Standby: 0,8 W Nominal voltage: 230 V DAB+: 174 - 240 MHz

Power consumption in standby mode with active Frequency: 50 - 60 Hz FM/RDS: 87,5 - 108 MHz

network connection: 0,8 W Mains adapter: DC 5,9 V/1.000 mA Internet radio: Yes

In operation: 5,9 W Type of power supply: External Aerial: DAB / UHF telescopic aerial

Off status: O W

STREAMING SCOPE OF DELIVERY

Bluetooth audio streaming: Yes DIGITRADIO 21 IR, mains adapter, installation materials, instruction manual
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