TechniSat

STEREOMAN 2 DAB+

Stereo radio headphones with docking station and radio reception

black 4019588091290 0000/9129 1,07 kg 552¢g 20,1x22,8x13cm 25x27x13,5cm
TOP FEATURES

DAB frequency: 174 - 240 MHz RDS PLL UHF radio Wireless enjoyment of music and films

DAB+ digital radio Extendable earpiece headstrap design for a In-built (LiPo) battery with up to 10 hours' life

perfect fit

FM radio with RDS 2.4 GHz stereo headphones including docking station/transmitter
SONSTIGES AMBIENT OPERATING CONDITIONS CONNECTIONS

bf filter_anschluesse: AUX IN Humidity: 5 - 90 % relative air humidity (non- Audio out analogue (3,5 mm jack): 1

condensing)

bf filter_operating_mode: Rechargeable battery Audio in/AUX in: Yes

Ambient temperature: 5 - 35 °C

DISPLAY HANDLING/COMFORT OTHER FEATURES

Type: LCD Favourites programme manager FM: 10 OSD languages: English, German, French, Polish,
Italian, Dutch, Norwegian, Danish, Portuguese,
Turkish

Size: 2,8in Favourites programme manager DAB+: 10

Dimmable: Yes
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POWER CONSUMPTION
Standby: 0,30 W

Power consumption in standby mode with active
network connection: 0,30 W

In operation: 1,46 W max.

SCOPE OF DELIVERY

POWER SUPPLY

Rechargeable battery: 2x AAA - 700 mAh Ni-MH
Battery life: up to up to 8h

Battery charge time: 6 h

Mains adapter: DC 5V / 550mA

RADIO / RECEPTION
DAB+: 174 - 240 MHz
FM/RDS: 87,5 - 108 MHz

Aerial: DAB / FM throw antenna

STEREOMAN 2 DAB+, transmitter, mains supply unit, stereo cinch cable, 2 x NI-MH AAA rechargeable batteries, audio adapter (3.5 mm to cinch), remote control,
operating instructions

Test Results STEREOMAN 2 DAB+

SATVISIEN

TechniSat STEREOMAN 2 DAB+

SEHR GUT| 92,0%

Over-Ear-Funkkopfhdrer im Einzeltest - 12/2023
www.satvision.de
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