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TECHNISYSTEM 5/8 NT
ArtNr.; 0001/3250

Outputs  Max gain Terr / SAT
1—4 5/8ds
5—8 3/6d8

DC output current 18V+14V+12V =700 mA max.
12V= 100 mA max.
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TECHNISYSTEM 5/8 NT

Multiswitch for 8 users

4019588132504

blue/yellow

Weight (Box)

0001/3250 883 g 800g

25,3x13,5x5,2cm

Device (W x H x D)

TOP FEATURES

Multi-switch for small and medium-sized systems

AMPLIFICATION
Sat: max. 8 dB (+ tilt)

Terrestrial: max. 3 dB (+ tilt)

RECEPTION RANGE
Sat: 950 ... 2.400 MHz

Terrestrial: 47 ... 862 MHz

Without attenuation in the satellite range

POWER SUPPLY

Type of power supply: internal
LNB voltage supply: 14 /18 V
Nominal voltage: 230 V

Frequency: 50 /60 Hz

TECHNICAL DATA
Satellite inputs: 4
Terrestrial input: 1
Outputs: 8

Distribution length: 100 m

With slope equalization

PREPARED FOR

Number of orbit positions: 1

Number of clients: 8

SCOPE OF DELIVERY
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27 x14,5x 6 cm



