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VIOLA 200

Portable DAB+ / FM radio

4019588029361 white/black 0000/2936 472 g 278g 15,5%x9,3x6cm 23x10x7cm
4019588129368 black 0001/2936 472 g 278 g 15,5%x9,3x6 cm 23x10x7cm
TOP FEATURES

DAB+ digital radio

LC-display with lighting

FILTER-NAVIGATION
Features: Dimmable display
Connections: Headphone jack (3.5 mm)

Reception type: FM

DISPLAY
Type: LCD

Dimmable: Yes

RDS-PLL FM radio

Electronic volume control

AMBIENT OPERATING CONDITIONS

Humidity: 5 - 90 % relative air humidity (non-

condensing)

Ambient temperature: 5 - 35 °C

HANDLING/COMFORT
Clock: Yes
Favourites programme manager FM: 40

Favourites programme manager DAB+: 40

Automatic channel scan

Power supply and battery mode

CONNECTIONS

Headphone connection jack (3,5 mm): 1

LOUDSPEAKERS

Output performance: 1 W (RMS)

Mono speakers: Yes
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OTHER FEATURES

OSD languages: English, German

SCOPE OF DELIVERY

VIOLA 200, mains power unit, instruction manual

POWER SUPPLY

Battery operation: Yes

Non rechargeable battery: 4 x AA batteries
Nominal voltage: 230 V

Frequency: 50 Hz

Mains adapter: DC 5V / 600 mA

Type of power supply: external

RADIO / RECEPTION
DAB+: 174 - 240 MHz
FM/RDS: 87,5 - 108 MHz

Aerial: Telescopic aerial
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