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WUMMSBOX

Portable premium Bluetooth speaker with light effects and extra WUMMS

Weight (Box) Device (W x H x D)
black 4019588091405 0000/9140 6,29 kg 5,23 kg 18,7%x38,5x19cm 24,8x 47 x23,8cm
TOP FEATURES
Bluetooth audio streaming (reception) incl. NFC Strong performance sound with bass boost Bluetooth loudspeaker with LED lighting
option
Speaker system with tweeters and woofers Built-in battery for up to 12 hours of WUMMS IPX4 splash protection

IPX4 Spritzwasserschutz

FILTER-NAVIGATION AMBIENT OPERATING CONDITIONS BLUETOOTH VERSION & PROFILE

Features: Bluetooth Humidity: 5 - 90 % relative humidity (non- Bluetooth version: 5 (max. 10 dBm)

Connections: USB condensing) A2DP (Advanced Audio Distribution Profile ): Yes
Ambient temperature: 5 - 35 °C AVRCP (Audio Video Remote Control Profile): Yes

Operating mode: Mains operation
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CONNECTIONS

USB: 2 (Typ A& Q)

Audio in/AUX in: Yes

Headphone connection jack (3,5 mm): 1

Audio input analogue (6.5mm): 1 (MIC)

NETWORK & COMMUNICATION

Bluetooth: Yes (max. 10 m)

RADIO / RECEPTION

Aerial: DAB / UHF telescopic aerial

SCOPE OF DELIVERY

WUMMSBOX, quick start guide, DC power supply

FUNCTIONS

Light effects: Yes

POWER CONSUMPTION
Standby: 0,5 W

In operation: 30 W

STREAMING

Bluetooth audio streaming: Yes

LOUDSPEAKERS

System: Bassreflex

Frequency crossover: Yes (dynamic)

Output performance: 80 W RMS

Stereo speakers: Yes

Stereo: 80 W (RMS)

Tweeter: 2 x 10 watt (2", 8Q)

Woofer: 2 x 30 watt (4", 4Q)

Frequency response: 60 - 20.000 Hz (-12 dB)

Equalizer (preset): Yes (Bass Boost, Voice Fader)

POWER SUPPLY
battery integriert: Yes

Rechargeable battery: Li-lon 7,4 V, 5.100 mAh,
37,74 Wh

Battery life: 12 h @50%

Battery charge time: 3,5 h

Battery charge via USB: Yes (USB-CPD 12 V-2 A)
Nominal voltage: 100 - 240 V

Frequency: 50 /60 Hz

Mains adapter: Ja

Type of power supply: Extern

USB PD (Power Delivery): Yes

Effective output: DC 12V / 2A, 24 W

power Netzteil: 1530 W

USB power supply included: Yes

SUPPORTED FORMATS & CODECS

Audio-Formats: MP3 (32 - 320 kbit/s), WAV (64 -
1024 kbit/s)
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